
Rajyog Damp Proof Coating

Features : Low VOC & odourless, Good washability, Anti Bacterial, 
upto 8 years performance warranty.

Area of Application : Vertical walls, terraces, parapet walls and 
building roofs.

Method of Application : Apply 1st coat diluted with water in ration of 
3:1. Apply 2nd coat without dilution.

Horizontal : Apply 1st coat diluted with water in ratio of 3:1. Apply 2nd 
and 3rd perpendicular coats without dilution. Apply coating on 
complete terrace surface including parapet walls.

Coverage per litre of coat : 
Vertical:
New painting surfaces: 2.15 - 2.25 sq. m / l / per coat
Re-painting surfaces: 2.75 - 3.0 sq. m / l / per coat
Horizontal: 0.8 - 1.0 sq. m / l / per coat

Packing Available : 20 Ltrs, 10 Ltrs, 4 Ltrs, 1 Ltr

Important Note : Please do not apply coating when raining or during 
high temperatures

Technical Data :

RAJYOG Damp Proof Exterior Coatings are perfect outdoor 
coatings made from superior quality elastomeric emulsions with 
acrylic fiber. These provide long lasting water-proofing due to thick 
and durable water proof membrane. Ideal for walls, terraces and 
parapet walls.


